REMOTE HIGHLINE WINDOW CONTROLS
MANUAL & ELECTRIC

" STRAND -~
HARDWARE
LIMITED

« THE BEST WAY OUT...«

Types of Windows

Horizontal

Vertical

Side Hung Top Hung Bottom Hung
Pivot Window Pivot Window
Window Operating systems for difficult to reach windows, Manual
We can tailor a system to suit individual needs. Chain Opener
With electric and manual window opening systems we can satisfy
most customers needs.
We can taylor systems for smoke, ventilation control with rain :
Sensors ki i
Electric Chain Openers . o .
24v dc or 240v ac chain actuator with = ==
Adjustable travel 100-400mm . e ~
Finish : .
White RAL9010
Grey RAL9006
T100 Manual Chain Opener
Can be used on most window styles and
materials with the appropriate fixing
bracket. With 250mm travel available
= (vent must be minimum of 500mm to
- : use the full 250mm travel)
- Bottom Hung windows require 50mm
head clearance,
—
: T150 With 380mm Travel.
electric
Operator Electric Finish
. - White RAL9010
Switch Chain Opener Grey RAL9006
Black RAL9005
'—L' Dimensions
Ll Stroke 250 380
: = . Body Width inc. tail A 225 290
\ ’?f’:“* ] #0® " 5ody Depth B 8 6
-y e, ' Tail Width C 575
. Body Height 34 34
i ' M Window
Screw Jack { Operator
Opener Handle
Screw Jack Opener 1N
indi Dimensions
(winding pole operated) Operator T200 T220 T250 T300
Body Width A 90 90 45 45
Body Height B 150 100 385 88
Please contact our sales office for full specification details Eggélgepth - igs ;g g; 2‘5’
Tel 01324 610710 Fax 01324 610888 1
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